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Case 
Components

REF #
Product

Description
QTY

#1040 40 mm depth

#1060 60 mm depth

#1082 82 mm depth

#1102 102 mm depth

REF #
Product

Description
QTY

#1200
Blue handle 

set of 2

#1250
Black handle 

set of 2

Handle Assembly 

(Sets of 2)

Deep-Drawn, Clear 

Anodized Aluminum Bases 

(250 x 510 mm)

Standard, Clear Anodized 

Aluminum Lids
Insert Tray for 

82 mm Base

Silicone
Strips

REF #
Product

Description
QTY

#1000 Lid w/o logo

#1010
Lid with logo

*Artwork req

REF #
Product

Description

QTY

#2082

40 mm deep 

insert tray 

with 42 mm 

feet.

*82 mm 

base only

Base Finger Mats REF # Product Description QTY

#3100
Base, blue mat

504 x 244 x 20 mm

#3200
Base, black mat

504 x 244 x 20 mm

Insert Tray 

Finger mats
REF # Product Description QTY

#4100
Insert tray, blue mat

490 x 230 x 20 mm

#4200
Insert tray, black mat

490 x 230 x 20 mm

Order #
Silicone Strips REF # 

(Strip #-Color-Length)
QTY

Sample 120-02-140 3

1.

2.

3.

4.

5.

• All Silicone strips come in 40 mm height

• Each strip ordered includes mounting hardware

• Select:  Strip # -- Color – Length

#110
Blank Divider

#100
V-Strip Hold Down for 
under Lid & Insert Tray

#120
Small Instrument
1.5 - 7.5mm 
diameter 
instruments

#130
Medium Instrument
3 – 13mm 
diameter 
instruments

#140
Large Instrument
5 – 17mm 
diameter 
instruments

Strip # Color
Length

(mm)

100

110

120

130

140

01 (Blue)

02 (Black)

60

100

140

180

220

*Specify component quantities on the form below and email to team@containmed.com or call for quote 
*Graphics, color anodizing, and custom brackets are also available upon request

• Customizable solution utilizing standard components easily assembled and modified 
out in the field

• Optimizes functionality, organization, storage, and protection of instruments
• Patented system offers maximum flexibility using deep-drawn aluminum bases and 

covers, optional insert tray, along with pre-configured silicone strips and brackets

mailto:team@containmed.com
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Order #
Silicone Brackets REF # 

(Bracket Type-Color-Width-Height-Cut)
QTY

Sample 210-02-20-60-310 10

1.

2.

3.

4.

5.

5.  Select Bracket Cut

#300 
Blank

#310 
Hole

#320 
Rectangle

#330 
Keyhole

#340 
U-slot

Slot & Hole Widths
20 mm bracket =   8 mm
30 mm bracket = 18 mm
40 mm bracket = 28 mm

Silicone 
Brackets
Silicone 
Brackets

#210 
Post-to-Post 
without backstop

#220 
Post-to-Post 
with Backstop

1.  Select Bracket Type

3.  Select Bracket Width 4.  Select Bracket Height

40 
mm 

60 
mm 

82 
mm 

Bracket

Type

Bracket 

Color

Bracket 

Width 

(mm)

Bracket 

Height 

(mm)

Bracket 

Cut

210

220

01 (Blue)

02 (Black)

20

30

40

40

60

82

300

310

320

330

340

350

360

• Each Bracket 

ordered includes 

mounting 

hardware

• Select:  Bracket 

Type - Color  

Width - Height –

Bracket Cut

2.  Select Bracket Color

02 
Black

01 
Blue

#350
Cut-to-Fit 

Round 

#360 
Cut-to-Fit 

Square

Universal Cut-to-Fit Brackets
Universal Cut-to-Fit brackets are available in all heights at 30 & 40 mm widths only

Selecting Brackets

Dip silicone strip in 

rubbing alcohol 

and  then slide 

between rails using 

downward and 

forward pressure.  

Insert rails into 

adjacent rows of 

vent holes and 

separate.

Mounting Instructions

Bend silicone at 

an angle to insert 

when next to case 

walls or similar 

tight spots.

40 mm 20 mm 30 mm 

All bracket widths correspond to base and insert tray 
ventilation holes which are spaced in 10mm increments center-
to-center both vertically and horizontally.  

Slot Width Range
20 mm bracket =  N/A
30 mm =   3 to 15mm 
40 mm = 12 to 23mm

Slot Width Range
20 mm bracket =   N/A
30 mm =   2 to 16mm
40 mm = 12 to 26mm

Insert posts 

up through 

base or tray.  

Thread on 

and tighten 

nuts.

Completely 

slide silicone 

bracket over 

the posts.
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Silicone 
Brackets
Case 
Templates

• Templates accurately represent the number and position of vent holes on 
all standard bases and the 82mm case insert tray

• All vent holes are 5mm diameter spaced 10mm center-to-center both 
vertically and horizontally

Insert Tray

Base

Provide Detailed 
Instructions for 
Graphics or Custom 
Brackets Here 


